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(3) 2x6 Post. See Floor Plan
For Spacing.

2x4 Vert. Studs @
16" O.C. on End
Trusses.

Gang Nail Plate
Connectors (Typ.)

Fascia Wrapped
w/ Aluminum

Vented Soffit Panel

Aluminum Drip Edge

6" x 6" Weld Wire Fabric Placed In Center of Slab

6" Crushed Stone

2x6 Purlins @ 24" O.C.
Horizontal w/ Diagonal
Bracing Between Posts

(2) 2 x 12 Beam. Notch Post as
Req. To Create Seat for Wood Beam.

Connect w/ 12" Dia. Bolts (#20 Pole Barn Spikes)

Wood Truss @ 4'-0" O.C.
To Be Designed By Others

Screw-Down Metal
Panel Roof Color As

Selected

Metal Panel
.020 Thickness
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Trusses To Be Designed By Others.
Shop Drawings To Be Provided For
Town & Architect Review Prior To
Approval
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Provide Snow Blocks
Spaced & Installed

As Per Manuf. Instruction
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6" Concrete Slab

Finish Grade Pitch
Away From Building for

Positive Drainage

Provide 2x6 Pressure
Treated Rim Joist
For Concrete Slab

Bury (3) 2x6 Post
In Concrete Pier

12" Min. Below Grade

Provide New 12'-0" x 14'-0"
Overhead Door (By Owner)

Provide New Frame & Tracking
For New Overhead Door

1'-0"

29 GA.  White Liner Panel

29 GA.  White Liner Panel

R-19 Batt Insulation w/ Kraft Face

R-30 Blown-In Insulation
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Rear ElevationA3.2
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Work Shop Area #2Work Shop Area #1

GENERAL NOTES
1. Do Not Scale Drawings.

2. The Contractor Shall Verify All Dimensions, Grades, Boundries, And Construction And

Immediately Report Any Discrepancies To Owner Before Proceeding With The Work.

3. All Work Shall Conform To The Requirements Of All Local State And Federal Codes.

Local, State And Federal Codes Are To Are To Take Precedence Over The Drawings

And Specifications. If Discrepancy Is Noted Inform Owner Immediately And Before

Proceeding With The Work.

4. All Dimensions, Notes, Finishes And Fixtures Shown On Typical Floor Plans, Sections

Or Details ShallApply To All Similar, Symmetrical Or Opposite Hand Plans, Sections Or

Details.

5. All Dimensions Are To Face Stud Or Actual Face Of Masonry Unless Otherwise

Noted.

6. All Wood Blocking And Plywood Sheathing To Be Fire Retardant (FRT) In

Accordance With Latest AWPA Standards For Plywood And Lumber.

7. The Contractor Shall Follow All Safety Regulations As Recommended By OSHA.

8. The Contractor Shall Confine Operations At The Site To Areas Indicated On The

Drawings And Shall Not Encumber The Site With Material And Equipment.

9. Guarantee Material, Equipment And Labor For A Period Of One Year After Owner

Acceptance Of Work.

10. Failure To Show Or Mention Minor Details Shall Not Be Warrent For Omission Of

Necessary Apputenances For The Normal, Usual And Proper Completion Of The Work.

11. All New Wall And Floor Finishes Shall Be Of Class 'A' Or 'B' And Class '1' Or Class '2'

Ratings Respectively, And Shall Be Installed Per The Manufacturers Instructions.
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1 2
"

R-19 Batt Insulation
w/ Kraft Face

29 GA. White
Liner Panels

Tyvek Air Infiltration
Barrier

2x6 Purlins

5
8

"

8
"

2 HR. RATED WALL
2

5
 1

/2
"

5
8

"

5
8

"
5

8
"

2 x 6 Wood Stud
@ 16" O.C.

UL DES# U-301
Extend Wall Full Height to Underside of
Deck and Seal Smoke Tight

2 Layer 5/8"
 Type 'x' G.W.B.

Finish As Specified

2 Layer 5/8"
 Type 'x' G.W.B.

Finish As Specified

6735 sf
Fire Area

#1

1680 sf
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Site Plan,
Floor Plan & Notes

5250 sf Addition

Legend

N.T.S.

Typical Wall TypesA1.3
N.T.S. 

Key PlanA1.1
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Site Notes:
1. The Contractor shall coordinate with utility companies prior to beginning work.
2. Underground utilities are shown according to the best information made available to us and in approximate location only.  Location is
subject to verification prior to construction.
3. CAUTION: Underground utilities including, but not limited to electric, telephone, gas water sanitary sewer and storm sewer are
reportedly in the vicinity of this project.  Every precaution should be taken during excavation.  New York state law requires notification of
each utility companies two full working days prior to commencement of work.
4. Coordinate the location of all utilities with foundations, subsurface utilities locations, locations of existing utility valves and authorities
having jurisdiction over each utility.
5. Contractor shall use extreme caution to protect all existing trees and vegetation, and all areas outside the project limits.

6. Any damage to the existing utilities, buildings, paving, curb, walks and vegetation (not so designated for removal on these plans) shall
be repaired to the previous condition or replaced in kind by the contractor at his own expense.
7. Blend all new grades to existing grades.  Slope finished grade for positive drainage away from the building.
8. Notify and obtain all required permits from each utility service required.  Coordinate required inspections, testing and certifications by
authority having jurisdiction over each utility service.  The contractor is responsible for all filing, testing, inspections and associated fees with
each utility.
9. The Contractor shall comply with the authorities having jurisdiction standard drawings and specifications.
10. The Contractor shall immediately notify the project engineer and the Town Of Cheektowaga Engineering Department of any
hazardous substance encountered during the construction of the work.  He shall, at his expense, confirm to all laws, rules, regulations and
directions, as promulgated by the United States Department of Labor, Occupational Safety and Health Administration, the New York
State Department of Health and any such local rules, ordinances and laws when encountering or working with any such hazards.
11. Notify  the Erie County Water Authority at least 48 hours in advance of the start of construction.  All existing valves are to be operated
by local Water Authority.
12. The contractor shall oppose existing utilities ahead of the pipe-laying operation, so that, if minor adjustments must be made in

elevation and/or alignment due to the interference from these utilities, said changes can be made in advance of the work.

13. Unsuitable materials such as frozen organic and/or vegetable material, debris, trees, lumber, large stones or clods (6.0" or larger),
muck, peat, organic silt will not be acceptable fill and certain man-made deposits of industrial waste, sludge or landfill may also be
determined as unsuitable hazardous material.
14. The compaction of all materials will occur at 6" increments.
15. Should a fluid condition be encountered at the trench bottom, the Contractor is to install additional stone cradle as ordered by the
Engineer.

16. All pipe crossing under paved areas are to be backfilled to subgrade with compacted select material to five (5) feet outside the
pavement edges.
17. The Contractor shall retain the services of a qualified tree expert to remove where necessary, branches which interfere with the
construction operation, or repair trees having suffered damage by construction activities.  The cost involved in the above is to be
included in the various items of the contract.
18. Cast in place concrete shall conform to the requirements of N.Y.S.D.O.T. standard-specification section 501 for portland cement,
concrete.

19. All new storm sewers to be high density polyethylene pipe (HDPE) with annular corrugations smooth bore ends n-12 storm     sewer or
equal.
20. Receivers shall be constructed in accordance with N.Y.S.D.O.T. standard specification 604.

21. Construction is in accordance with local Construction Specifications where applicable and/or subject to the latest decisions by the
approved Engineer.
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